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FEATURES \

v Complete range starting from 3/8" end connections to 22" end connections !
and flow range from 100 Iph model upto a maximum of 50000 Iph models

~veilzble in in-line and panel mount styles

One piece meter body injection molded tough Polycarbonate

Quick Lock Half Union Adaptors

Permanent Silk Screen Printing with black ink for optimum contrast

Enhanced meter readability using precision textured light admitting surface on the

rezr of the body
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TECHNICAL SPECIFICATIONS \ ~
Accuracy : +2%0fFSD b

Meter Body Construction Molded Polycarbonate ' N
End Connectors 7 ABS N !
0-Ring Material : Nitrile

Roat Material : SS316/PVC

Temperature Limit : 70<C - .

Pressure Limit © 10Kg/em? :
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SPECIFICATIONS®
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H A
IN-LINE MODELS
B J
OD BER OW RA D CO 0 A -
UKL 010 0-100 LPH 1/2" BSP (M) 156 42
UKL 030 0-300 LPH 1/2" BSP (M) 156 42
UKL 060 0-600 LPH 1/2" BSP (M) 156 42
UKL 100 0-1200 LPH 1/2" BSP (M) 156 42
UKL 100L 0-1200 LPH 3/4" BSP (M) 252 50
UKL 200 0-2400 LPH 3/4" BSP (M) 252 50
UKL 300 300-3000 LPH 1" BSP (M) 396 80
UKL 500 500-5000 LPH 1" BSP (M) 396 80
UKL 750 750-7500 LPH 1" BSP (M) 396 80
UKL 1000 1000-10000 LPH 1" BSP (M) 396 80
UKL 1500 2000-15000 LPH 2" BSP (F) 478 115
UKL 2000 2000-20000 LPH 2" BSP (F) 478 115
UKL 3000 6000-30000 LPH 25" BSP (M) 478 115
UKL 4000 10000-40000 LPH 215" BSP (M) 478 115
UKL 5000 15000-50000 LPH 21" BSP (M) 478 115
NOTE:

For UKL0O10, UKL030, UKL0O60 & UKL100 3/8” BSP(M) straight adaptors also available as option

For UKL 300, UKL500,UKL750,UKL1000 In-line models are also available with solvent cement type 1" & 1%” PVC end connections
For UKL1500,UKL2000,UKL3000,UKL4000,UKL5000 In-line models are also available with solvent cement type 2" PVC end connections

PANEL MOUNT MODELS
OU B 9 KA D CO 9 > *
A - »

UKL 010 0-100 LPH 1/2" BSP (M) 177 78 42 150 |
UKL 030 0-300 LPH 1/2" BSP (M) 177 78 42 150 |
UKL 060 0-600 LPH 1/2" BSP (M) 177 78 42 150

[ UKL 100 _0-1200 LPH_ 1/2" BSP (M) 177 78 42 150

UKL 100L 0-1200 LPH 3/4" BSP (M) 275 81 50 242

UKL 200 0-2400LPH 3/4" BSP (M) 275 81 50 242
UKL 300 300-3000 LPH 1" BSP (M) 431 126 | 80 382
UKL 500 500-5000 LPH 1" BSP (M) 431 126 80 382 |

UKL 750 750-7500 LPH 1" BSP (M) 431 126 80 382
UKL 1000 1000-10000 LPH 1" BSP (M) 431 126 80 S

~~For units with 90 deg adaptors for panel mount installations, add suffix “-PM" to model number.
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