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Amazon
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SWITCH TO ZECK SWITCH

SMART TOUCH SWITCH



A.C Upto 3 Ton 

Smart Touch Switch
WiFi switch

Product Name &
Price

Item/Code

WB 001

Technical Specifications &
Appliction

Voltage Range: 110-250 VAC, 50/60Hz
Rated Load: Each Switch
Incandescent Lamp: 450W
LED Lamp: 120W or 4 nos(whichever is higher)
Individual Load Controls: 4 nos
Tested Switching Cycles: 1,00,000 Lakh

LED lights, Ceillinglights, charging cable,
T.V, Computers.

Voltage Range: 110-250 VAC, 50/60Hz
Resistive Load: 3500W
Individual Load Control: 1 nos
Tested Switching Cycles: 1,00,000 Lakh

Geyser, Room heater, large Oven,
2hp motor, A.C(upto 3 Ton). 

Voltage Range: 110-250 VAC, 50/60Hz
Rated Load: 100W,Capacitor based 
Humming Free
Tested Switching Cycles: 1,00,000 Lakh
Output with 5 step fan coil speed,
Operating load (Fan)

WiFi switch

TOUCH

Wi-Fi

MEMORY

Application

Voltage Range: 110-250 VAC, 50/60Hz
Rated Load: Each Switch
Incandescent Lamp: 2000W
Individual Load Control: 2 nos  
Tested Switching Cycles: 1,00,000 Lakh

A.C(upto 2Ton),Refrigerator,Microwave,
Oven, Iron, Flour mill,etc.

Voltage Range: 110-250 VAC, 50/60Hz
Rated Load: Each Switch
Incandescent Lamp: 450W
Individual Load Controls: 2 nos
Tested Switching Cycles: 1,00,000 Lakh
Staircase lights, parking arealight.  

SWITCH TO  SWITCHZECK Wire colour codes:     2-3 Red (Live) Black(Neutral) Blue(Load)WiFi

Voltage Range: 110-250 VAC, 50/60Hz
Resistive Load: 120W
Tested Switching Cycles: 1,00,000 Lakh
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Dimensions
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Wiring Diagram
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Bell Switch

2499

A.C Upto 1-1.8 Ton

4-Switch

15A-Switch

24A-Switch

2 Way Switch

Fan Regulator

Ceiling Fan 

Geyser 

Microwave

Wall A.C

Iron
Oven

Flour millRefrigerator

Ceiling light’s

Outdoor, office bell

Ceilling Fan

Staircase lights, parking area light.

Appliances user



Click Here
I C O N

Control anywhere to any time with
your smart phone

Voice controlled with Alexa & Google
home(Assistance)

Features (Timer, Schedule, Scenario & Multi-users)

                     SET-UP
1. Download Google home app in your 
    mobile & Register.
2. Open the App, selecting  on top left “+”
    to  and  select “set up device” “works 
    with Google”.

3. Search “Smart Life”, linked your switches
    for voice control, or share the devices
    with your family or friends. 
    

6. The  will take about 20-180 secondpairing
    to complete depending on your network 
    condition. 

7. When pairing is , the Wi-Fi switchdone
    will be shown on the App.

 ALEXA SET-UP
1. Download & Register Amazon Alexa   
    app in your phone.
2. , search and linkedSelect Skills & Games
    with “Smart Life”

3. After Successful linking, ask “Alexa
    discover my devices”and Alexa will shows 
   all discovered devices. 
     

for Switches for Fan Smart Wi-Fi Switches

Bell Switch

15A Switch

2-Way Switch

Hotel outside

Fan Regulator

Hotel inside

24A Switch

4- Switch

ADD DEVICE
4. Make sure your smart phone and Wi-Fi 
    switch module are under the same Wi-Fi
     connection.network at 2.4GHz

5. Open the App, selecting “+” on top right 
    to . Choose the type of device,add device
    for ex.“Electrician”, select switch(BLE)
    or “small home”, select Fan(BLE).

for Switches

for Fan 

Signal Strength
 (-70dbm or More) 

DEVICE SET-UP
1.  “Smart Life”      AppDownload & Register
    in your phone.
2. Switch Configuration Mode
  - Make sure Mobile  &Bluetooth is Turn On
    connected to your home Wi-Fi network
    (2.4Ghz with internet).
  - 4 MBPS or Higher internet required
  - Signal Strength required ‘-70dbm’ or More   
3.  Any switch/fan for 20sLong Touch
    until the center blue LED blinking 
    continuously for pairing mode. 

TECHNICAL PARAMETERS
Input Voltage: 230V~50/60Hz
Wireless Type: Wi-Fi 2.4Ghz 
                       (Signal Strength ≥75%)
Size: 2 Modular Roma Standard
Working temp.: -10°C to 70°C
Touch Surface ambient temp.: 30°C to 48°C 
App Support: Android/iOS (Smart Life)
Warranty: 1 year manufacturing warranty

INSTALLATION
1. Installation must be carried out by a
    qualified electrician in accordance with
    local regulations.
2. Keep the device away from water, damp 
    or hot environment.
3. Install the device as per given instruction.

- Turn off the power supply before carrying out any 
  electrical installation work.
- Connect wires according to the wiring diagram.
- Insert the module into the junction box.
- Connect the power supply and follow Wi-Fi switch 
  module configurations instructions.

 

  

- 15A Switch
- Curtain Control

P/L

- 4 Switch

P/L

- 24A Switch
- Fan Regulator
- Doorbell
- Dimmer
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USER MANUAL

7 865432

Wi-Fi Smart 
S w i t c h

User 
Manual 

Version. 4.0

Wi-Fi Smart 
S w i t c h

User 
Manual 
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SWITCH TO  SWITCHZECK PROUDLY MADE IN INDIA 4-5 WiFi

Voice Controlled
multiple appliances control with
mobile application

Single App ControlControl from Anywhere

amazon alexa

Smart Life

Multiusers
Control your smart home

together with your family;

All family members can control

with their respective mobile

phone using same login

credentials.

It provides notification

Facility(when you are away, you can get notification if someone is

switching On/Off your appliances at your home).

Scenario
Set scheduled/countdown timers

to turn on/off at specified time

and Share Control

Control your smart home

together with your family; Unique

group / Scene function.

You can divide devices in different

kinds or rooms. Turn on/off all the

devices in group by one button

Timer function for charging

Mobiles & Laptops and extend

their life by avoiding overcharging

of their batteries.

Schedule
Weekly and Daily Scheduling

Facility allows you to turn

ON/OFF your appliance

automatically at scheduled time.

For example if water supply

comes at 6 AM you don't need to

wake up at 6 AM, it can be started

automatically at 6 AM and stop

let's say 6.30 AM.

Compatible plates & accessories
our product can be compatible with Roma Classic, Roma Allure, Roma Vetro (Glass plate),
Hifi, Wonder, Rider, Vinay Adora, Panama 1000+, Richard Royal Rika, Alemac, Aonn,
Fybros, Parcos, Vihan Ever, Vihan Forum, Vihan Flyoer, Vihan Flato, Sioma,
Kolors KBC Vouge, Kolors KBC Selekt, Milltech, Pointer, Allwyn, Cona, Lisha,
Netwit, Vankon, Red Card, Amaron, Vinayak, Maru Switches, Western Vintage,
Western V-Wood, Livon, Philcon, litaski, Rapid electricals ....etc

*Also compatible with similar fittings.



Terms & Conditions:

1. This cancels all our previous price list.
2. The price are inclusive of all Government Duties & Taxes as applicable.
3. Due to continuous innovation and for better functioning, design of our products are liable to modification without notice.
4. In unforeseen circumstance the price list is liable to change without any notice. 
5. Goods are despatched by us on purchaser’s risk. All claims for loss, damage or shortage will be filed by the purchaser directly with th carriers.
6. Installation recommended strictly as per the installation guidelines provided and done by a skilled and licenced electrician or technician.
7. ZECK logo is registered trademarks of Zeck Pvt. Ltd.
8. Subject to Vadodara Jurisdiction only for disputes, if any.

COMPARISONS OF SWITCHES

Wifi (Android,iOS)

Existing wiring

Voice Command (Alexa,siri,google home)

Normal Configuration (easy to setup)

Non Touch Wired Automation Zeck Switch

Anytime Configuration Change

Aesthetic looks of  Smart Switch 

Unlimited integration in single App 

Indian Modular Standard

Descriptions

Touch Partially

Live Status Shows on Manual option
(indicate Switch line on/off  state 
  even operate from mobile)

Partially

Estimated Price

1BHK 10,800                      cost  INR

                                    cost  INR2BHK 14,300
                                    cost  INR3BHK 18,100
                                    cost  INR4BHK 21,600

(12 on/off, 3Fan)

(16 on/off, 4Fan)

(20 on/off, 5Fan)

(24 on/off, 6Fan)

Scan or
Click Here

Price calculation as follows:
Single room contain of 4 light switches,1 fan regulator with mobile control.
Drawing room contain of 4 light switches, 2 fan regulator with mobile control.

 Get Quotation & information 
    Without saving number
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