
Magnetic Track Light



002

22mm

306mm

41.5mm

Basic Parameters LED Parameters

Code Watt Size Beam
Angle Chip CRI CCT Luminous 

Flux (4000K)

NLMT20-012F 12W L 306*W 22*H 
41.5mm 110° ≥ 90

3000K
4000K
5700K

960Lm

NLMT20-24F 24W L 601*W 22*H 
41.5mm 110° ≥ 90

3000K
4000K
5700K

1920Lm

22mm

601mm

41.5mm

0-10 Analog | DALI | Smart 
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Basic Parameters LED Parameters

Code Watt Size Beam
Angle Chip CRI CCT Luminous 

Flux (4000K)

NLMT20-012B 12W L 235*W 22*H 
41.5mm 38° ≥ 90

3000K
4000K
5700K

1020Lm

NLMT20-024B 24W L 462*W 22*H 
41.5mm 38° ≥ 90

3000K
4000K
5700K

2040Lm

0-10 Analog | DALI | Smart 

22mm

235mm

41.5mm

22mm

462mm

41.5mm
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Model		  : NLMT20-M012B  
Wattage	 : 12W
Size		  : L236*W22*H59mm
Beam Angle	 : 38°

Chip		  : 
CRI		  : >90
CCT		  : 3000K | 4000K | 5700K 
Luminous Flux	 : 1020Lm
(4000K)		

Triac | 0-10 Analog | DALI | Smart 

22mm

236mm

59mm



Model		  : NLMT20-L016F
Wattage	 : 16W  
Size		  : Ø305*320*42mm
Beam Angle	 : 110°

Chip		  :  
CRI		  : >90 
CCT		  : 3000K | 4000K | 5700K 
Luminous Flux	 : 1440Lm 
(4000K)
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Triac | 0-10 Analog | DALI | Smart 



Model		  : NLMT20-M08TR  
Wattage	 : 8W  
Size		  : Ø34*90*117mm 
Beam Angle	 : 24°/ 38°

Chip		  : 
CRI		  : >90 
CCT		  : 3000K | 4000K | 5700K 
Luminous Flux	 : 736Lm
(4000K)
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Triac | 0-10 Analog | DALI | Smart 
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Model		  : NLMT20-09HL
Wattage	 : 12W  
Size		  : Ø40*300mm
Beam Angle	 : 15° / 24° / 38°

Chip		  :  
CRI		  : >90 
CCT		  : 3000K | 4000K | 5700K 
Luminous Flux	 : 960Lm
(4000K)

Triac | 0-10 Analog | DALI | Smart 

300mm

40mm
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Surface Mounted & Suspension Track

Recessed Track
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Code :
Surface Mounted L-Type 
Adapter

Code :
Soft Connector

Code :
Recessed L-Type
Adapter

Code :
Suspension Installation 
Accessories

Code :
Power Head
Length : 0.5mm/2mm

Code :
Tuya Zigbee Off - Open
Panel - Four Keys
Optional Paste

Code :
Type I Connector

Code :
Tuya Zigbee - Wireless
Gateway 


